


Body (AT045U to AT751U) ALODUR anodized

Body (AT801U and AT1001U) Anodized plus epoxy primer, plus 
polyurethane coating (RAL9007 - grey)

End-caps 
(AT045U to AT801U)

Anodized plus polyester coating 
(RAL9007 - grey -  or RAL5015 blue)

End-caps (AT1001U) Anodized plus polyester 
coating (RAL9007 - grey)

Carbon steel drive shaft
(AT051U to AT801U)

ENP

Aluminum alloy drive shaft 
(AT045U and AT1001U)

ALODUR anodized

Body ALODUR anodized plus PTFE coating 
(light grey)

End-caps Anodized plus PTFE coating 
(light grey)

Carbon steel drive shaft 
(AT051U to AT801U)

ENP 

Aluminum alloy drive shaft 
(AT045U and AT1001U)

ALODUR  anodized

Body ALODUR anodized plus epoxy  coating 
(RAL7046 - grey)

End-caps Anodized plus epoxy coating
(RAL7046 - grey)

Stainless steel drive shaft ENP 

Stainless steel 316 
fasteners

NA

See technical data-sheet for protection details 



Body ALODUR anodized plus PTFE coating
(light grey)

End-caps Anodized plus polyester coating 
(RAL9007 - grey - or RAL5015 blue)

End-caps (AT1001U) Anodized plus polyester 
coating (RAL9007 - grey)

Carbon steel drive shaft
(AT051U to AT801U)

ENP

Aluminum alloy drive shaft 
(AT045U and AT1001U)

ALODUR anodized

Body ALODUR anodized plus PTFE coating 
(light grey)

End-caps Anodized plus PTFE coating 
(light grey)

Stainless steel drive shaft ENP 

Body (AT045U to AT751U) ALODUR anodized

Body (AT801U and AT1001U) Anodized

End-caps Anodized 

Carbon steel drive shaft 
(AT051U to AT801U)

ENP

Aluminum alloy drive shaft 
(AT045U and AT1001U)

ALODUR anodized

See technical data-sheet for protection details 



0 Blank: octi-cam assembled for standard travel 
stop adjustment
K: octi-cam assembled for lock-out capability
    (stroke adjustment limited at +/- 5°).

7 XXD (square dimensions):  single square dimension 
and diagonal assembling
XXL: single square dimension and parallel assembling
XXDS: dimension and double square
S x d (a): flat head dimensions 
W x d: double keys dimensions 

00 Blank: for standard actuator
R50: 50% travel stop limitation (45° up to 90°)
R100: 100% travel stop limitation (0° up to 90°)
FA: fast acting
FM: fail mid 180° rotation
3P: 3 position  (only for spring return)
3PD: 3 position (both for spring return and dou-
ble acting)
HC: hydraulic damper 
TS: top smart connection 

8 Blank: actuator with standard seals suitable for -40°C 
(-40°F) to 80°C (+176°F)

HT: actuator construction suitable for -15°C (+5°F) to 
150°C (+302°F)

LLT: actuator construction suitable for -55°C (-67°F) to 
80°C (+176°F)

1 Actuator model, series and rotation
AT045U to AT1001U: 90° (standard)
AT052U up to AT752U: 120°
AT053U to AT753U: 135° 
AT058U to AT758U: 180°

9 Blank: standard assembly type ST, clockwise to close 
(spring to close) and close indication at air failure condi-
tion (or with pressurized port 4 for double acting) for in 
line mounting.

STR: clockwise to close (spring to close) and close indi-
cation at air failure condition (or with pressurized port 4 
for double acting) for across line mounting.

LF: counterclockwise to close (spring to open) and open 
indication at air failure condition (or with pressurized 
port 4 for double acting)  for across line mounting.

LFR: counterclockwise to close (spring to open) and 
open indication at air failure condition (or with pressuri-
zed port 4 for double acting) for in line mounting.

2 S: spring return
D: double acting

3 Only for spring return: number of springs, spring 
configuration set

4 A, B, D, E, F, P: Protection level
5 ISO Flange

6 Blank: no spigot
Y: with spigot

10 Further requested options

0 00 1 2 3 4 5 6 7 8 9 10
- - AT201U S 12 B F05-F07 Y 14D HT - -

0 00 1 2 3 4 5 6 7 8 9 10
K - AT351U D - A F07-F10 - 17DS - LFR -
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